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Display

Sound to be heard

NICAM
German stereo/ 

bilingual 
broadcast

 Dual1 Sub I sound Main sound

 Dual2 Sub II sound Main sound

 Mono Main sound —

Adjusting the sound quality
1 From the SOUND menu, press p or q to 

select an item you want to adjust.

2 Press t or u to adjust the settings as 
required.

Selection t Pressing u

Bass weaker stronger

Treble weaker stronger

Balance decreases the 
right channel

decreases the 
left channel

Using the stable sound
The Stable Sound function limits the highest 
volume level to prevent extreme changes in 
volume when the signal source changes (for 
example, to prevent the sudden increase 
in volume that often happens when a TV 
programme switches to a commercial).

1 From the SOUND menu, press p or q to 
select Stable Sound.

2 Press t or u to select On or Off.

Note:

The Stable sound effect is active only when the 
sound outputs from the speaker.

Other features settings

Selecting the Sleep Timer
The Sleep Timer is especially useful if you want the 
TV to turn itself off after a selected period of time.

1 Press MENU, and then press t or u to 
display the TIMER menu.

Edit

TIMER
Sleep Timer
On Timer
On Timer Position

 Off 
 00:00 

1 

RETURN Back

2 Press p or q to select Sleep Timer (Turn 
off the TV).

3 The timer display will set by off, 15, 30, 45, 
or 60 minutes.

Selecting the On Timer
Use the On Timer if you want the TV to turn 
itself on at a selected period of time.

1 Press MENU, and then press t or u to 
display the TIMER menu.

2 Press p or q to select On Timer (Turn on 
the TV).

3 Press t or u to modify the time the TV 
should turn on, or use the number keys to 
enter the time.

Note:
The TV will automatically turn itself off after 
approximately 15 min if tuner is no signal.

Selecting the On Timer Position
Use the On Timer Position if you want the TV 
to turn itself on in a selected channel.

1 Press MENU, and then press t or u to 
display the TIMER menu.

2 Press p or q to select On Timer Posi-
tion.

3 Press t or u to select the channel the TV 
should turn on in.



19

English

Using the TV’s features (General)

Activating blue screen
With the blue screen function On, the screen 
will automatically turn blue and the sound will be 
muted when no signal is being received.

1 From the FUNCTION menu, press p or q 
to select Blue Screen.

2 Press t or u to select On or Off.

Selecting the video input source to view

1 Press  on the remote control until 
the video input mode list appears on the 
screen, then press p,q or  to select 
appropriate input source (or press  on 
the TV right side panel to select required 
input source directly).

Inputs
TV 
   1
   2C
HDMI 1
HDMI 2
PC

2 Press .

1 ( (1), video input) or  
1S (S-VIDEO input)

2C ( (2), component video input)

HDMI1, HDMI2 (HDMI input)

PC ( RGB/PC, PC input)

•

•

•

•

Note:

When the component video input, PC input 
mode or HDMI input mode is selected, the 
HEADPHONE output terminals output analogue 
audio signal only.

Setting the manual setting menu .
(Except TV and PC)
1 Press MENU, then press t or u to display 

the SET UP menu.

SET UP
Language
Manual setting
AV connection
Picture position 
Automatic Power Down
Location

  English 
OK 
OK
OK
On  

Home

EXIT Watch TVOK Enter

2 Press p or q to select Manual setting, 
then press .

3 Press t or u to select an item, and then press 
p or q to select the item as show below.

OK EXIT Watch TVStore

Colour system:           Auto

Manual setting

EXT1 A

A B
A. Colour system
Confirm that colour system is set to “A” 
(Auto). If not, select “A” with p or q.

B. Label
The label allows you to label each input 
source for your TV.
To change or create labels:
1) Press p or q repeatedly to select a charac-

ter for the first space, then press t or u.

*(blank space)

2) Repeat step 1) to enter the rest of the 
characters. If you would like a blank 
space in the label name, you must 
choose a blank space from the list of 
characters.

3) Press  to store your settings. 
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Teletext Languages
To select a language for teletext:

The language 1-4 option enables the display of 
different language when using teletext.

1 Press MENU, then press t or u to display 
the FUNCTION menu.

2 Press p or q to select Teletext Lan-
guage, then press t or u to select the 
required language.

Language 1: English, German, Estonian, 
Lettish, Lithuanian, Russian, Bulgarian, 
Ukrainian, Czech, Slovak

Language 2: Polish, German, Estonian, 
Lettish, Lithuanian, French, Serbian, 
Croatian, Slovenian, Czech, Slovak, 
Rumanian

Language 3: English, German, Swed-
ish, Finnish, Hungarian, Italian, French, 
Hebrew, Turkish, Arabic

Language 4: English, German, Swed-
ish, Finnish, Hungarian, Italian, French, 
Hebrew, Turkish, Farsi (Iranian/Persian)

•

•

•

•

Edit

FUNCTION

RETURN Back

Picture Size
Teletext language
Panel lock
Blue screen

 Wide
1

Off
On

Note:
When you are watching the teletext pro-
gramme, MENU button can’t selectable.

If there is no Teletext function on the channel 
than it will show No Teletext message in the 
center of the screen.

•

•

Using Subtitles

1 Press  on the remote control to dis-
play the current Subtitle status. While this 
status is displayed, press again to change 
the setting.

Note:

If Subtitle is On, the TV will always display 
subtitles whenever such information is available 
for the channel you are viewing.

Teletext buttons on the remote control 

Below is an introduction to the teletext buttons 
on your remote control and their functions.

 To display a page of teletext:

Press  to display teletext. Press again 
to superimpose the teletext over a normal 
broadcast picture. Press again to return to 
normal TV mode.

 To display on-screen information

 To reveal concealed text:

Some pages cover topics such as quizzes and 
jokes. To discover the solutions, press .

 To hold a wanted page:

broadcast teletext system but you will not need 
it as this TV allows you to control the display of 
sub-pages.

 To enlarge the teletext display size:

Press  once to enlarge the top half of the 
page, press again to enlarge the bottom half of 
the page. Press again to revert to the normal 
size.

 To select a page while viewing a normal 
picture:
When in teletext mode, if a page selection is 
made and then  is pressed, a normal picture 
will be displayed. The TV will indicate when the 
page is present by displaying the title bar of the 
text page at the top of the screen. Press  to 
view the page.

Note:
It will not be possible to change programme 
position while in Teletext mode, you will have to 
cancel the teletext first by pressing to return to a 
normal TV picture.
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To select the time display:

If you press  while watching a normal TV 
broadcast, you will see a time display from the 
broadcaster. It will remain on the screen for 
about 5 seconds.

Note:
If you press while this mode is activated, this 
mode will be cancelled.
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Connecting an HDMI or a DVI device
When turning on your electronic components, turn 
on the TV first, and then the HDMI or DVI device.

When turning off your electronic components, 
turn off the HDMI or DVI device first, and then 
the TV.

This TV may not be compatible with features and/ 
or specifications that may be added in the future.

This TV is only operable with L-PCM on 
32/44.1/48 kHz and 16/20/24 bits. If there is 
no sound when using HDMI, use the analogue 
audio cables to connect the TV and the HDMI 
device, and select PC in HDMI1 audio of the 
AV connection menu in SET UP:

Auto
Digital
Analogue

This TV is able to connect with HDMI devices. 
But it is possible that some HDMI devices may 
not operate properly with this TV.

The HDMI input on your TV receives digital audio 
and uncompressed digital video from a HDMI device 
or uncompressed digital video from a DVI device.

This input is designed to accept HDCP programme 
material in digital from CEA-861-D compliant 
consumer electronic devices (such as a set top box 
or DVD player with HDMI or DVI output).

•

•

•

•

•
•
•

•

Connecting your TV

Side and back connections
Please always refer to the owner’s manual of the equipment to be connected for full details.

Connection examples:

TV back view

Side view

/ Video Games

Before connecting any external equipment, 
turn off all main power switches.

To select desired input, press  until the 
input list appears on the screen. Press p or 
q to make the selection, and then press .

If you connect monaural sound equipment to 
(1), connect the audio output of the equip-

ment to the L/MONO jack on the TV.

You can enjoy Video Games with this TV. 
However shooting games, where the player 
shoots at a target on the TV screen with a 
light gun, may not work because of the LCD 
Colour TV properties.

The unauthorized recording of television 
programmes, DVDs, video tapes and other 
materials may infringe upon the provisions of 
copyright law.

The COMPONENT VIDEO INPUT consists 
of three component video signals (Y, PB/CB, 
PR/CR) and provides the best picture per-
formance. These terminals can only be used 
with the component video compatible equip-
ment, Ex. DVD video player, etc.

Additional equipment and cables shown are 
not supplied with this TV. 

•

•

•

•

•

•

•
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The HDMI input is designed for best 
performance with 1080i (50/60 Hz) and 1080p 
(50/60 Hz) high-definition video signals, but will 
also accept and display 576i/ p, 720p (50Hz); 
480i/p, 720p (60 Hz: except for E-EDID) signals. 
Please see “Acceptable Video signals through 
HDMI terminals“ on page 25.

HDMI: High-Definition Multimedia Interface
DVI: Digital Visual Interface
HDCP: High-bandwidth Digital Content 
Protection
CEA-861-D compliance covers the 
transmission of uncompressed digital 
video with high-bandwidth digital content 
protection, which is being standardized for 
reception of high-definition video signals. 
Because this is an evolving technology, 
it is possible that some devices may not 
operate properly with the TV.
E-EDID: Enhanced-Extended Display 
Identification
Acceptable PC signal format: please see 
“Acceptable PC signals through HDMI-1/D-
SUB terminals“ on page 25.

However, these signal formats are converted to 
match the number of pixels of the LCD panel.
Therefore, the TV may not display small text 
properly.
If you connect this unit to your PC, the 
compressed image is displayed in S-XGA 
mode, therefore the picture quality may 
deteriorate and characters may not be read.

•
•
•

•

•

•

Connecting an HDMI device
One HDMI cable (type A connector)

TV back view

HDMI device

For proper operation, it is recommended that 
you use a short HDMI cable.
HDMI cable transfers both video and audio.

Connecting a DVI device
One HDMI (type A connector)-to-DVI adapter 
cable and an audio cable.

VIDEO AUDIO
L R

IN

OUT

DVI
OUT

TV back view

TV back view

HDMI (type A connector)-to-DVI adapter cable
For proper operation, the length of an HDMI-to-
DVI adapter cable should not exceed 3m. The 
recommended length is 2m.
Standard analogue audio cables
An HDMI-to-DVI adapter cable transfers only video.
Separate analogue audio cables are required.

Setting the HDMI1 audio mode

1 Press MENU then press t or u to display 
the SET UP menu.

SET UP
Language
Automatic Power Down
AV connection
Horizontal position
Vertical position
Sampling clock
Clock phase
Auto Adjust

100
100
100

0

  English
Off 
OK 

OK

RETURN BackOK Enter

2 Press p or q to select AV connection, 
and then press  to display the AV con-
nection menu.

3 Press t or u to select Auto, Digital or 
Analogue.

AV connection

HDMI1 audio
EXT1 input

Auto

AV
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Setting the Ext1 Input
You can select source of AV or S-VIDEO from 
this function.

From the Ext1 Input menu, press t or u to 
select AV or S-VIDEO.

AV connection

HDMI1 audio
EXT1 input

Auto

AV

Note:
Source display will change to 1S when select  
S-VIDEO.

Connecting a computer

To connect a PC to the RGB/PC .
terminal on the TV:
An analogue RGB (15 pin) computer cable can 
be connected.

TV back view

Mini D-sub 15 pin

Computer

RGB PC cable

Conversion adapter 
(if necessary)

Audio cable for PC-toTV connection

Connect a PC cable from the computer to the 
PC IN terminal on the back of the TV.
Note:

Some PC models cannot be connected to this TV.
There is no need to use an adapter for computers 
with DOS/V compatible mini D-sub 15 pin terminal.
A bar may appear in the upper, lower, right or 
left side of the screen, or parts of the picture 
may be obscured depending on some signals. 
This is not the malfunction.
If the edges of the picture are stretched, read-
just the picture position adjustments in the PC 
Setting menu.

•
•

•

•

Depending on the specification of the PC you are 
playing the DVD-Video on, and the DVD’s title, 
some scenes may be skipped, or you may not be 
able to pause during multi-angle scenes.

Signal names for mini D-sub 15 pin .
connector

•

Pin assignment for RGB/PC terminal
�
10 6
1� 11

1

To connect a PC to the HDMI terminal 
on the TV:
When connecting a PC to the HDMI terminal on 
the TV, use an HDMI to DVI adapter cable and 
analogue audio cables.

If connecting a PC with an HDMI terminal, use 
an HDMI cable (type A connector). Separate 
analogue audio cables are not necessary.

TV back view

TV back view

For acceptable PC signal format ( page 25).

Note:

The edges of the images may be hidden.

If connecting a certain PC model that signal is 
particular, the PC signal may not be detected 
correctly.

•

•

Pin No. Signal name Pin No. Signal name
1 R 9 NC
� G 10 Ground
� B 11 NC
� NC (not

connected)
1� SDA

� NC 1� H-sync
6 Ground 1� V-sync
� Ground 1� SCL
8 Ground
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Acceptable Video signals through HDMI terminals

Format Resolution V. Frequency H. Frequency Pixel Clock Frequency

480i 720 x 480i 60Hz 15.734KHz 27MHz

480p 720 x 480p 60Hz 31.5KHz 27MHz / 27.027MHz

576i 720 x 576i 50Hz 15.625KHz 27MHz

576p 720 x 576p 50Hz 31.25KHz 54MHz

720p 1280 x 720p 50Hz 37.5KHz 74.25MHz

720p 1280 x 720p 59.94Hz / 60Hz 44.9KHz / 45KHz 74.17MHz / 74.25MHz

1080i 1920 x 1080i 50Hz 28.125KHz 74.25MHz

1080i 1920 x 1080i 59.94Hz / 60Hz 33.72KHz / 33.75KHz 74.17MHz / 74.25MHz

1080p 1920 x 1080p 50Hz 56.25KHz 148.5MHz

1080p 1920 x 1080p 59.94Hz / 60Hz 67.432KHz / 67.5KHz 148.35MHz / 148.5MHz

Acceptable PC signals through HDMI-1/D-SUB terminals

Format Resolution V. Frequency H. Frequency Pixel Clock Frequency

VGA 640 x 480 59.9Hz 31.469KHz 25.175MHz

SVGA 800 x 600 60.3Hz 37.879KHz 40MHz

XGA 1024 x 768 60Hz 48.363KHz 65MHz

WXGA 1280 x 768 59.9Hz 47.396KHz 68.25MHz

WXGA 1280 x 768 59.8Hz 47.776KHz 79.5MHz

WXGA 1360 x 768 60Hz 47.712KHz 85.5MHz

SXGA 1280x1024 60Hz 63.981KHz 108MHz

HDMI, the HDMI Logo, and High-Definition Multimedia Interface are trademarks or registered trademarks of 
HDMI Licensing LLC in the United States and other countries.
Note 1 : HDMI 1 terminal supports PC signal input; HDMI 2 and 3 do not support PC signal.
Note 2 : For PC input, for only supported PC signal can show the correct resolution on TV display.
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Using the PC Setting
This function may not be available for some 
signal or if no signal is received.

The optimum points of the clock phase and 
sampling clock adjustments may be incompre-
hensible according to the input signals.

•

•

Adjusting the clock phase of the picture 
If the clock phase, which synchronize the PC 
signal and LCD display, is not optimized, the 
picture will blur.

This function enables you to adjust clock phase 
and display a clear picture.

1 From the SET UP menu, press p or q to 
select Clock phase.

2 Press t or u to obtain a clear picture.

Auto Adjust 
The Auto Adjust window appears when the PC 
signal is detected for the first time. Auto Adjust 
configures the Horizontal position, Vertical 
position, Sampling clock and Clock phase 
settings.

1 From the SET UP menu, press p or q to 
select Auto Adjust. 

2 Press . The Auto Adjust window ap-
pears.

Note:
In the HDMI1/2 input mode, Auto Adjust is not
available.

Adjusting the picture position
An analogue RGB (15 pin) computer cable can 
be connected.

1 Press MENU then press t or u to display 
the SET UP menu.

2 Press p or q to select the item you want 
to adjust.

SET UP
Language
Automatic Power Down
AV connection
Horizontal position
Vertical position
Sampling clock
Clock phase
Auto Adjust

100
100
100

0

  English
Off 
OK 

OK

RETURN BackOK Enter

2 Press p or q to select an option you want 
to adjust. Press t or u to adjust the set-
tings as required.

Horizontal position 97

Adjusting the sampling clock 
If the sampling clock does not match with the dot 
clock frequency of the PC, blurred picture detail 
will occur, or screen width will change, or drift 
patterns in vertical lines may be apparent.

This function enables you to adjust it and 
optimize the picture.

1 From the SET UP menu, press p or q to 
select Sampling clock.

2 Press t or u to optimize the picture.
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Troubleshooting
Before calling a service technician, please check 
the following table for a possible cause of the 
symptom and some solutions.

Symptom and solution
TV will not turn on

Make sure the power cord is plugged in, then 
press .

The remote control batteries may be dead.

Replace the batteries.

•

•

•

No picture, no sound

Check the aerial connections.•

No sound, picture OK

The sound may be muted. Press +, − or . 

The station may have broadcast difficulties. 
Try another channel.

•

•

Poor sound, picture OK

The station may have broadcast difficulties. 
Try another channel.

•

Poor picture, sound OK

Check the aerial connections.

The station may have broadcast difficulties. 
Try another channel.

Adjust the PICTURE menu.

•

•

•

Poor reception of broadcast channels

Check the aerial connections.

The station may have broadcast difficulties.
Try another channel.

Mark sure the Colour System is properly set.

•

•

•

Teletext problems

Check the aerial connections. Good per-
formance of text depends on a good strong 
broadcast signal.

•

The brightness of the screen comes down, 
or flickers of the screen are caused, or some 
parts of the screen do not light up.

When you just buy and start to use this TV, a 
flickering may be caused in the screen. In this 
case, switch off the TV, then switch on it again 
to cure the condition.

The cold cathode fluorescent lamp used for 
the back light on this TV has longevity. When 
the brightness of the screen comes down, 
or the flickers of the screen are caused, or 
some parts of the screen do not light up, it 
may reach the end of its life, contact a service 
technician.

•

•

Some pixels of the screen do not light up

The LCD display panel is manufactured using 
an extremely high level of precision technol-
ogy, however, sometimes some pixels of the 
screen may be missing picture elements or 
have luminous spots. This is not a sign of a 
malfunction.

•

The picture brightness varies when you 
switch the TV on.

If you switch the TV on at 0°C and under, wait 
until the warms up.

•

Multiple images

The station may have broadcast difficulties. 
Try another channel.

Aerial reception may be poor. Use a high 
directional outdoor aerial.

Check if the direction of the aerial has 
changed.

•

•

•

Poor colour or no colour

The station may have broadcast difficulties. 
Try another channel.

Adjust the Tint and/or Colour in the PICTURE 
menu.

•

•

The remote control does not operate

Make sure the remote control is set to the cor-
rect device mode.

Remove all obstructions between the remote 
control and the remote control sensor on the 
TV.

The remote control batteries may be dead. 
Replace the batteries.

•

•

•

Reference section
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Broadcast system

Broadcast transmission systems of each country or region

Asia M.E.

Country or region Colour Sound

Bahrain, Kuwait, Israel, Oman, Qatar, United Arab Emirates, Yemen, etc.

Indonesia, Malaysia, Singapore, Thailand, etc

PAL B/G

China, Vietnam PAL D/K

China Hong Kong PAL I

Iraq, Islamic Republic of Iran, Lebanon, Saudi Arabia, etc. SECAM B/G

Russian Federation, etc. SECAM D/K

Myanmar, etc. NTSC M

Oceania

Country or region Colour Sound

Australia, New Zealand, etc. PAL B/G

Africa

Country or region Colour Sound

Republic of South Africa, etc. PAL I

South America

Country or region Colour Sound

Brazil PAL M

Chile,Colombia, etc. NTSC M

Note:
PAL, SECAM and NTSC 3.58 (MHz) are different colour signal broadcast transmission systems 
applicable to different countries or region. NTSC 4.43 (MHz) is used in special VCRs to playback 
NTSC recorded video tapes through PAL television equipment.

Reference section
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Reference section

Specifications

LCD COLOUR TV

Model
22EV700E, 22EV700T
22EV700V, 26EV700E
26EV700T, 26EV700V

Power source
~110-240V, 50/60Hz

Power consumption
22EV700* — 65W
26EV700* — 90W

Dimensions
22EV700* — 40.0cm(H)x55.5cm(W)x19.5cm(D)
26EV700* —  47.0cm(H)x66.5cm(W)x19.2cm(D)

Mass (Weight)
22EV700* — 6kg
26EV700* — 7.5kg

Television system (Aerial input)
Channel coverage:

PAL B/G (CCIR) VHF 2 - 12
   UHF 21 - 69
   CATV X - Z+2, S1 - S41
PAL I (UK) VHF -
   UHF 21 - 69
   CATV  -
PAL D/K (CHINA) VHF 1 - 12
   UHF 13 - 57
   CATV Z1 - Z38
SECAM B/G (CCIR) VHF 2 - 12
   UHF 21 - 69
   CATV X - Z+2, S1 - S41
SECAM D/K (OIRT) VHF 1 - 12
   UHF 21 - 69
   CATV X1 - X19
NTSC M (US) VHF 2 - 13
   UHF 14 - 69
   CATV A6 - A1, A - W, AA 
    - ZZ, AAA, BBB
NTSC M (JAPAN) VHF 1 - 12
   UHF 13 - 62
   CATV M1 - M10, S1- S41

Special RF signal:
NTSC 4.43 colour system
5.5/6.0/6.5 MHz sound system
PAL 60 Hz colour system
5.5/6.0/6.5 MHz sound system

COMPONENT VIDEO INPUT terminals  
(the signal format)

576i, 576p, 720p, 1080i 50Hz,
480i, 480p, 720p, 1080i 60Hz
(These signal formats are converted to match 
the number of pixels of the LCD panel.)

Aspect ratio
16:9

Visible size
22EV700* — 55cm
26EV700* — 66cm

Number of pixels
1,366 (H) dots x 768 (V) dots

Audio power
22EV700* — 3W + 3W
26EV700* — 5W + 5W

Input/Output terminals
(1) Input     

(2) Input

S-Video

Component video Y, PB/CB,PR/CR

Audio jacks L/Mono + R

RGB/PC Input Mini D-sub 15pin

  Analogue RGB

PC/HDMI1 Input

(AUDIO) 3.5 mm (Diameter) stereo

HEADPHONE Output
(AUDIO) 3.5 mm (Diameter) stereo

HDMI1/2 Input (type A)

19 pin A/V Digital

V.1.3C with Lip Sync
MONITOR Output

A/V Video, L/Mono + R

A/V Video, L/Mono + R

Operating condition
Temperature: 5oC - 35oC (41oF - 94oF)
Humidity: 20% - 80% (non-condensing)

Supplied accessories
Remote Control (1)
Batteries (AAA 1.5V) (2)
Power Cord (1)
Owner’s Manual

Design and specifications are subject to 
change without notice.

Never service or refit the TV by yourself. It 
may expose you to a fire hazard or dangerous 
voltages.

•

•








